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TECHNICAL DATA

Box SX 5/6/8 Profi -Box Box UX / SX-S Assortment box UX / SX

Contents Sales unit

  
Item Art.-No.  [pcs]

Box SX 5/6/8 030191  100 plugs SX 5 x 25, 100 plugs SX 6 x 30, 100 plugs SX 8 x 40 1

Box UX / SX-S 093181  
50 plugs UX 6 x 35, 50 screws 4,5 x 50, 50 plugs SX 6 x 30, 50 screws 4,5 x 45, 
25 plugs UX 8 x 50, 25 screws 5 x 65, 25 plugs SX 8 x 40, 25 screws 5 x 50

1

Assortment box UX / SX 040991  
60 plugs SX 6 x 30, 50 plugs SX 8 x 40, 20 plugs SX 10 x 50, 60 plugs UX 5 x 30 R, 
40 plugs UX 6 x 50 R, 50 plugs UX 8 x 50 R, 10 plugs UX 10 x 60 R

1

Profi-Box SX 518524  
International version: 60 Expension plugs SX 6 x 30, 60 Expansion plugs SX 8 x 40, 
12 Expansion plugs SX 10 x 50

1

Profi-Box SX + screws 518525  
International version: 50 Expansion plugs SX 6 x 30, 30 Expansion plugs SX 8 x 40,
50 Chipboard screws 4,5 x 40, 30 Chipboard screws 5 x 60 

1

Meister-Box SX-Dübel 041648  German version: 60 plugs SX 6 x 30, 60 plugs SX 8 x 40, 12 plugs SX 10 x 50 1

Meister-Box SX + screws 513777  
German version: 50 Expansion plugs SX 6 x 30, 30 Expansion plugs SX 8 x 40,
50 Chipboard screws 4,5 x 40, 30 Chipboard screws 5 x 60 

1

Type SX 4 x 20 SX 5 x 25 SX 6 x 30
SX 6 x 50

SX 8 x 40
SX 8 x 65

SX 10 x 50 SX 10 x 80 SX 12 x 60 SX 14 x 70 SX 16 x 80

Screw diameter  Ø [mm] 3 4 5 6 8 8 10 12 12
Min. edge distance in concrete cmin [mm] 20 25 35 40 50 50 65 100 120
Recommended loads in the respective base material Frec

2)

Concrete ≥ C20/25 [kN] 0,16 0,30 0,65 0,70 1,20 1,20 1,70 2,00 2,60
Solid brick ≥ Mz 12 [kN] 0,11 0,25 0,30 0,45 0,65 1,20 0,70 0,80 0,90
Solid sand lime stone ≥ KS 12 [kN] 0,17 0,30 0,50 0,45 1,20 1,20 1,70 2,00 2,60
Aerated concrete ≥ PB2, PP2 (G2) [kN] 0,03 0,03 0,03 0,04 0,09 0,20 0,14 0,30 0,40
Aerated concrete ≥PB4, PP4 (G4) [kN] 0,07 0,09 0,09 0,14 0,30 0,60 0,45 0,50 0,60
Vertically perforated bricks≥ Hlz 12 ( ≥ 1.0 kg/dm³) [kN] 0,13 0,07 0,07 0,17 0,17 0,50 0,26 0,40 0,60
Perforated sand-lime brick ≥ KSL 12 [kN] 0,15 0,17 0,30 0,35 0,30 0,80 0,35 0,30 0,40
Plaster wall [kN] - - - 0,26 0,37 - 1,00 1,00 -

Plug SX
Highest recommended loads1) for a single anchor.
The given loads are valid for wood screws with the specifi ed diameter.

1) Includes the safety factor 7. 2) Valid for tensile load, shear load and oblique load under any angle.
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Expansion plug SX


